ARTICLE XVI - OSC OPEN SPACE CONSERVATION DISTRICTS

PREAMBLE

The OSC Open Space Conservation Districts aredeténo provide for permanent open spaces
in the community, and the protection of sand dameksother natural features, and are designed to
provide undeveloped recreational areas and to safdgthe health, safety, and welfare of the
citizens of Muskegon and adjacent areas by limidlegelopment in locations where police and
fire protection, protection against flooding by lihigater table or storm water, and dangers from
excessive erosion are not possible without excessigts to the City.

SECTION 1600: PRINCIPAL USES PERMITTED

In the OSC Open Space Conservation District, naibgi or land shall be used and no building
shall be erected, structurally altered, or occumgdept for one (1) or more of the following
specified uses, unless otherwise provided in thiir@nce.

1. Fishing docks and piers.

2. Hiking, bicycling, jogging, or ski trails.

3. Wildlife preserves or refuge structures.
4. Watershed or erosion protection facilities.
5. Uses similar to the above Principal Uses Permitted.

SECTION 1601: SPECIAL LAND USES PERMITTED

The following uses, and their accessory buildingd accessory uses, shall be permitted under the
purview of Section 2332 after review and approvahe use (and a site plan, if required) by the
Planning Commission, after Public Hearing, subjecthe applicable conditions, and any other
reasonable conditions imposed by the Planning Cesiom:

1. Public and private utilities and services.

2. Accessory buildings and accessory uses custonmaciyental to the above Special Land
Uses Permitted.

3. Uses similar to the above Special Land Uses P&uhitt

4. Parking areas for Principal Uses.
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SECTION 1602: PLANNED UNIT DEVELOPMENTfamended 10/98]

Planned developments may be allowed by the Plan@iogimission under the procedural
guidelines of Section 2101. The intent of Plannéwit Developments in the open space
conservation districts to allow mixed land useswpited in the OSC zone, which are compatible
to each other.

SECTION 1603: AREA AND BULK REQUIREMENT $amended 4/00]

1.

2.

Minimum lot size 21,780 sq. feet.

Maximum lot coverage
Buildings: 20 %
Pavement: 15 %

Lot width: 100 feet (shall be measured at road frontagesank cul-de-sac, then
measured from setback).

Width to depth ratias The depth of any lot(s) or parcel(s) shall neintore than three (3)
times longer its width.

Height limit: 2 stories or 35 feet.

Height measurementIn the case of a principal building, the vertidestance measured
from the average finished grade to the highesttpdithe roof surface where the building
line abuts the front yard, except as follows: te tteck line of mansard roofs, and the
average height between eaves and the ridge of,dapjeand gambrel roofs (see Figure 2-
2). If the ground is not entirely level, the grasieall be determined by averaging the
elevation of the ground for each face of the bogdisee Figure 2-3).

Front Setbackdamended 1/05]
Minimum:
Expressway or Arterial Street: 30 feet
Collector or Major Street: 20 feet
Minor Street: 10 feet

Rear setback 10 feet

Setback from the ordinary high water mark or wetlai5 feet (principal structures only).

Side setbacks
1-story: 6 feet and 10 feet
2-story: 8 feet and 12 feet

Note, setback measuremendll required setbacks shall be measured fromritpet-of-
way line to the nearest point of the determinegd tine of buildings. [amended 10/02]
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10.

11.

Zero lot line option New principal buildings may be erected on thar fet line and/or

one side lot line provided: [amended 10/02]

a.

e.

The building has an approved fire rating for zerbline development under the
building code.

The building has adequate fire access preservedupntr to fire code
requirements.

The zero lot line side is not adjacent to a street.
A maintenance access easement is granted by theeatjproperty owner and
recorded with the County Register of Deeds and igeaVv to the zoning

administrator with the site plan or plot plan.

It is not adjacent to wetlands, or waterfront.

All required side and rear setbacks shall be laaquisd, greenbelt buffers, unless zero-lot-
line is employed for a structure or fire accesd. least fitty percent of all required front
setbacks shall be landscaped and adjacent to #dgeright-of-way. An average minimum
greenbelt of 10 feet shall be maintained along estobet frontage. [amended 12/01,
amended 10/02]
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